
How to replace the Brother TN2280 toner cartridge?

We recommend that you put the drum unit and toner cartridge assembly on a piece of disposable paper or 
cloth in case you accidentally spill or scatter toner.
Handle the toner cartridge carefully. If toner  scatters on your hands or clothes, wipe or wash it off with cold 
water at once.

Make sure that the machine is turned on. Leave the machine for at least 
10 minutes to cool down. Open front cover.

1. 

Take out the drum unit and toner cartridge assembly2. 

Push down the green lock lever and take the toner cartridge out of the drum 
unit.

3. Close front cover without drum unit. Wait until toner light is on.

4. 

Unpack the new toner cartridge.
Gently shake it from side to side several times to distribute the toner evenly 
inside the cartridge.

5. 

Pull off the protective cover.6. 

Put the new toner cartridge firmly into the drum unit until you hear it lock into 
piece. If you put it in properly, the green lock lever will lift automatically.

7. 

Clean the primary corona wire inside the drum unit by gently sliding  the 
green tab from right to left and left to right several times. Return the tab to 
the home position (1) before you put the drum unit back into the machine.
If you do not, printed pages may have a vertical stripe.

8. 

Put the drum unit and toner cartridge assembly back into the machine. 
Close the front cover.
Put HL-XXXX: DO NOT  turn off the machine’s power switch or open the 
front cover until the Ready LED is on.
FOR MFC-XXXX/DCP-XXXX: DO NOT turn off the machine’s power 
switch or open the front cover untill the LCD returns to the Ready Mode
WhenWhen you replace the toner cartridge with a new one, the machine returns 
to the Ready mode. See Replacing the toner cartridge in User’s Guide
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